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4100    Ultrastack® Chair

Description:  This stack chair features a

solid steel-rod frame and a plastic seat and
back.

Frame:  Legs, backrest supports, and lateral
seat supports shall be formed of two
continuous 7/16" diameter steel rods.  A 3/8"
diameter curved steel rod shall be welded
between the front legs to form the front leg
support.  A 7/16" diameter steel rod shall be
welded between rear legs to form the back
seat support.  A contoured front seat support,
formed of 3-1/4" wide x 7 gauge thick steel
shall be welded between the leg units in the
front.  Two 1" wide x 10 gauge steel seat
support brackets shall be welded to the lateral
seat support and the back seat support.  A
contoured 7/16" diameter steel rod shall be
welded between the backrest supports to form
the backrest brace.

Plastic Seat:  The unit’s one-piece seat

shall be injection-molded polyethylene, with
an additive included to dissipate static charge
in the finished product.  The plastic color shall
be evenly dispersed throughout the seat.  The
seat surface shall have a textured finish.  The
seat shall attach to the frame with nine screw-
on steel fasteners.

Plastic Back: The unit’s one-piece back

shall be injection-molded polyethylene, with
an additive included to dissipate static charge
in the finished product.  The plastic color shall
be evenly dispersed throughout the back.
The front and rear surface shall have a
textured finish.  The back shall have a groove
and a molded sheath on each side to fit over
the vertical steel rods of the backrest frame.
The bottom of the back shall have a molded
groove to fit over the backrest support.  The
back shall be held securely to the frame with
special formed burrs on the steel backrest.

Glides:  Four 1/2" x 5/8" x 7/16" rectangular

glides molded of high-impact polycarbonate
shall snap into slots formed into the legs.

Stack Bumpers:  The unit shall have four
polyethylene stack bumpers secured to the
bottom of the seat frame with screws.

Metal Finish:  The unit shall be have a

Chrome finish.

Dimensions:

Seat ht 18": 19-3/4"W x 22"D x 31-1/2"H


