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SPECIFICATIONS 

 

SPECIFICATION NO.:  TKBMT                           Revised:  01/5/2010            ECA:  2009-089 ISSUED:  05/10/96 
 Supersedes:  12/19/2005                       Virco reserves the right to change these specifications at any time. 

TKBMT29, TKBMT27, TKBMT24 & TKBMT19    Keyboard/Mouse Trays 
 
Description:  These keyboard/mouse tray 
models – for use with Virco’s 8700 Series, 
Future Access®, Plateau®, Text™ and Flip-
Top Technology tables – have adjustable-
height slides as well as extension and 
retraction capabilities. 
 
Tray:  The 11-1/2” deep tray shall have a 
3/4"-thick construction consisting of a 
particleboard core with a high-pressure 
laminated plastic surface, post-formed to a full 
radius.  A backing sheet shall be laminated to 
the bottom. 
 
Wire Management:  This shall consist of a 
cable tie mount affixed to the underside of the 
top by a #8 x 5/8" screw and a cable tie 
inserted through the mount to secure the 
mouse cable. 
 
Cantilever Bracket:  This shall consist of a 
17 gauge bracket to be used with the 
TKBMT24 only, when mounting two 
TKBMT24s beneath Plateau® table top 
models PT2460, PT2472, PT3060 and 
PT3072.   
 
Slides:  Precision, ball-bearing slides shall 
be adjustable in 1/2" height increments (see 
Adjustability section).  Slide extension shall 
be at least 9-13/16".  Mounting brackets shall 
allow inboard or outboard mounting.  Slides 
shall have both inboard and outboard detents.  
 
Adjustability:  Model TKBMT29,  TKBMT27 
and TKBMT19 units shall be adjustable in 
three 1/2” height increments when mounted 
beneath Virco’s 8700 Series, Future Access, 
Plateau, Text™ and Flip-Top Technology 
tables. The base setting (maximum distance 
between the bottom of the table’s work 
surface and the top of the tray) shall be 3-
5/8”; when adjusted upward, the minimum 
distance between the bottom of the table’s 
work surface and the top of the tray shall be 
2-1/8”.   
 

The foregoing information shall also apply to 
model TKBMT24 units, except when these 
are used as indicated in the preceding 
Cantilever Bracket section.  When used as 
indicated in the Cantilever Bracket section, 
model TKBMT24 units shall be adjustable in 
one 1/2” height increment; the base setting 
(maximum distance between the bottom of 
the table’s work surface and the top of the 
tray) shall be 3-5/8”; when adjusted upward, 
the distance between the bottom of the table’s 
work surface and the top of the tray shall be 
3-1/8”. 
 
Metal Finish:  The slides shall have a 
powder coat finish. 
 
IMPORTANT: Compatibility of keyboard/ 
mouse tray models TKBMT29, TKBMT27, 
TKBMT24 and TKBMT19 with specific 8700 
Series, Future Access, Plateau, Text™ and 
Flip-Top Technology table models varies on a 
model-by-model basis; consult your Virco 
Representative for more information.  
 
Dimensions:   
 
TKBMT29: 15"D x 29"W 
TKBMT27: 15”D x 27-1/4”W 
TKBMT24: 15”D x 24-3/4”W 
TKBMT19: 15”D x 19-1/4”W 
 


